
MALLEABLE IRON COMPRESSION COUPLING 
-LONG PATTERN                                     ____

   PART NO. IPS BODY LENGTH A B C
q C11050	 1/2”	 3-3/8”	 3-3/4”	 1-5/8”	 1”

q C11075	 3/4”	 3-5/8”	 4-1/4”	 1-7/8”	 1-3/8”

q C11100	 1”	 3-7/8”	 4-3/8”	 2”	 1-1/2”

q C11125	 1-1/4”	 4-1/8”	 4-5/8”	 2-3/8”	 1-3/4”

q C11150	 1-1/2”	 4-15/16”	 4-7/8”	 2-7/8”	 2-1/4”

q C11200	 2”	 4-1/2”	 5-1/8”	 3-1/8"	 2-5/8”

q C11250	 2-1/2”	 6-3/4”	 6-1/8”	 4-1/4”	 3-1/8”

q C11300	 3”	 7”	 7-1/8”	 5”	 3-7/8”

q C11400	 4”	 8-1/8”	 8-1/8”	 6-1/8”	 4-3/4”

features	and	benefits:

This	product	and	others	like	it	can	be		
found	in	the	Jones	Stephens	catalog.	
Call	today	to	order	your	catalog	or		
download	it	from	our	website:		

www.plumbest.com

•	EPDM	gaskets
•	Metal	friction	ring
•	Maximum	125	PSI	at	120°F
•	Pipe	ends	must	be	restrained
•	Fits	both	IPS	and	Schedule	40	pipe
•	Galvanized	for	corrosion	protection
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