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The largest selection of motors, components and accessories for the HVAC/R Industry

Electrical Fittings
MARS SERIES 850
Liquid-Tight Flexible Metallic Fittings

MARS
NO. DESCRIPTION MARS

PACK
CASE
QTY.

85000 3/8” straight metallic connector 25 250
85001 1/2” straight metallic connector 20 250
85002 3/4” straight metallic connector 10 100
85003 1” straight metallic connector 5 50
85004 3/8” 90° metallic connector 10 100
85005 1/2” 90° metallic connector 10 100
85006 3/4” 90° metallic connector 10 100
85007 1” 90° metallic connector 5 50

Liquid-Tight PVC Flexible Non-Metallic Fittings

MARS
NO. DESCRIPTION MARS

PACK
CASE
QTY.

85015 3/8” straight non-metallic connector 25 250
85016 1/2” straight non-metallic connector 25 250
85017 3/4” straight non-metallic connector 10 100
85018 1” straight non-metallic connector 5 50
85019 3/8” 90° non-metallic connector 10 100
85020 1/2” 90° non-metallic connector 10 100
85021 3/4” 90° non-metallic connector 10 100
85022 1” 90° non-metallic connector 5 50

Liquid-Tight 45° PVC Connectors

MARS
NO. DESCRIPTION MARS

PACK
CASE
QTY.

85024 1/2” x 45° non-metallic connector 10 50

Arlingtonʼs liquid-tight 45° pvc connectors are for use with non-metallic,
liquid-tight conduit, type B. The 45° connector has the same smooth
raceway as the 90° connector for easier pulling or pushing or wiring. These
are UV rated like our other pvc fittings.

Liquid-Tight Screw On Connectors

MARS
NO. DESCRIPTION MARS

PACK
CASE
QTY.

84992 1/2” Straight Screw On 25 100
84993 3/4” Straight Screw On 25 100
84994 1/2” 90 Deg Sweep Screw On 10 100
84995 3/4” 90 Deg Sweep Screw On 10 100

This attractive one pc design allows superior liquid-tight seal &
Optimum pull strength without compression nut. PVC construction
produced from UV rated material for long outdoor life. Ideal for conduit
assemblies & installers. "O" ring & steel locknut included.
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