
---_-__________ 

2 23-33-0460 
3 44-66-0910 

*4 06-82-5268 
5 42-42-0385 
6 42-36-l 770 
7 42-42-0420. 
8 22-89-0210 
9 23-18-0080 
10 06-82-7252 
11 45-06-0650 
12 06-81-8650 
13 1 o-98-0220 

*14 23-16-0760 
*15 45-60-0040 
*16 06-95-0090 

BULLETIN NO. 

SERVICE PARTS LIST 54-30-0151 

FIG. PART NO. DESCRIPTION OF PART NO. REQ. 
Circuit Board Assembly 
Receptacle Assembly I:; 
Panel Plate Assembly 
4-40 x 3/8” Pan Hd. Taptite T-9 I;{ 
“OFF-RESET” Button 
Receptacle Bracket 1:; 
Switch Button Kit 
1.2 Amp Slo-Blow Fuse I:; 
Speed Dial (1) 
8-32 x 3/8” Pan Hd. Sk. Tapt. T-20 (2) 
Receptacle Seal 
6-32 x l/4” Rd. Hd. Sems I:; 
“OFF-RESET” Label 
Panel Insulator I:; 
Standoff 
#6 Thread Form Screw 

SUPPORT 
HOUSING 

\ 

SUPPORT HOUSING 
1 (BOTTOM VIEW 1 

SEE REVERSE SIDE 
FOR OPERATIONAL 

CHECK PROCEDURE 

@SEE REVERSE SIDE 
FOR INDIVIDUAL PUSH 

BUTTON REPLACEMENTS 

WIRING INSTRUCTIONS 
ROUTE TWO MAGNETIC BASE LEADS (RED WIRES WITH 
YELLOW SLEEVING) THROUGH ADJUSTING PLATE AND 
PAST ADJUSTING LOCK MECHANISM, ONE ON EACH SIDE. 
MAKE SURE SLEEVING IS NOT ABRADED DURING ROUTING. 

SECURE LINE CORD IN SUPPORT HOUSING. 

ATTACH GROUND TERMINAL TO SUPPORT HOUSING WITH 
GROUND SCREW. POSITION GROUND WIRE TERMINAL SO 
IT CAN SET FLAT AGAINST HOUSING BEFORE SECURING. 

AFTER ASSEMBLING SUPPORT HOUSING TO ADJUSTING 
PLATE, ROUTE MAGNETIC BASE AND LINE CORD WIRES 
AS SHOWN. 

5. PUSH TERMINAL FROM WHITE LEAD ONTO PANEL TERMI- 
NAL MARKED “NEUT”. PUSH TERMINAL FROM BLACK LEAD 
ONTO PANEL TERMINAL MARKED “Ll”. 

6. PUSH TERMINALS FROM MAGNETIC BASE WIRES ONTO 
PANEL TERMINALS LABELED “J3” AND “J4”. 
NOTE: LEADS FROM MAGNETIC BASE CAN GO TO THE 
PANEL TERMINALS IN ANY ORDER. BE SURE TO CHECK 
THAT SLIDE SWITCH IS IN “Fw” POSITION. 

7. PUSH THE BUNDLE OF WIRES DOWNWARD AND INSTALL 
CONTROL PANEL ONTO HOUSING. 

MILWAUKEE ELECTRIC TOOL CORPORATION 
13135 W. LISBON RD., BROOKFIELD, WI 53005 

Drwg. 1 



042-42-0420 I r 
SWITCH BUlTON KIT CONTAINS: 

42-42-0430 Push Button - GREEN 
42-42-0435 Push Button - YELLOW 
42-42-0440 Push Button - WHITE (CLEAR) 
42-42-0445 Push Button - AMBER 
42-42-0450 Push Button - Push Button Blank 

DRILL RECEPTACLE’ 

SPEED DIAL - 

PANEL OPERATIONAL CHECK LIST 

1. SET SPEED DIAL TO THE FULL-ON POSITION 
(ROTATE CLOCKWISE UNTIL DIAL KNOB STOPS 

2. SET UP 
A) PLUG A DRILL INTO THE DRILL RECEPTACL 
B) APPLY 120 VAC 

3. PRESS THE “FWD” BUTTON AND THEN PRESS 
THE “REV” BUTTON 
RESPONSE - DRILL DOES NOT ROTATE 

4. PRESS THE “OFF-RESET” BUlTON AND THEN 
THE “MAGNET-ON” BUlTON 
RESPONSE - “MAGNET-ON” BUTTON WILL LIGH- 

5. PRESS THE “FWD” BUTON AGAIN 
RESPONSE - DRILL ROTATES IN 

6. PRESS THE “OFF-RESET” BUTTON 
RESPONSE - DRILL ROTATION STOPS 

7. 

a. 

9. 

10. 

11. 

12. 

PRESS THE “REV” BUlTON 
RESPONSE - DRILL ROTATES IN THE 

PRESS THE “OFF-RESET” BUTTON 
RESPONSE - DRILL ROTATION STOPS 

PRESS THE “FWD” BUTTON AND THEN THE “MAGNET-OFF” BUTTON 
RESPONSE - DRILL ROTATES IN FORWARD DIRECTION 

AND “MAGNET-ON” BlJlTON AND “FWD” BUTTON ARE LIT 

PRESS THE “REV” AND THEN THE “MAGNET-OFF” BUlTON 
RESPONSE - DRILL ROTATES IN REVERSE DIRECTION AND REVERSES WITHOUT “PLUGGING” 

THE MOTOR. “MAGNET-ON” AND “REV” BUTTONS ARE LIT 

PRESS THE “OFF-RESET” BUTTON 
RESPONSE - DRILL ROTATION STOPS AND “MAGNET-ON” BUTTON STAYS LIT 

PRESS THE “MAGNETIC-OFF” BUlTON 
RESPONSE - “MAGNET-ON” BU-ITON LAMP EXTINGUISHES 

DRILL DOES NOT ROTATE 

FORWARD DIRECTION 

REVERSE DIRECTION 

13. PRESS THE “MAGNET-OFF” BUTTON AND HOLD FOR APPROXIMATELY TWO SECONDS 
RESPONSE - “MAGNET-OFF” BUTTON GLOWS RED 


