
Standards / Certifications
ASME A112.18.1-2005/CSA B125.1-05

Warranty
5 years ■  - for commercial installations

Feature Highlights
Service sink faucet, blade style handles and pail hook ■
Wall mounted 8" centers adjustable 7-1/2" - 8-1/2" ■
1/2 inch IPS eccentric female threaded supply inlets ■
Integral check stems to prevent thermal cross over  ■
between hot and cold supply inputs
3/4 inch hose thread spout with vacuum breaker  ■
Brass compression cartridges and screw driver  ■
adjustable stops to shut water off when replacing 
cartridge.
Hot and cold colored indicators ■
Rough chrome finish (standard) ■

Symmetrix™

Model Numbers
 S-2490 Service Sink Faucet

Finish Options / Modifications
Append appropriate suffix to model number.

- Rough chrome (standard finish)

Location:

Symmons Industries, Inc. 31 Brooks Drive ■ Braintree, MA 02184 ■ (800)796-6667, (781)848-2250 ■  Fax: (800)961-9621, (781)664-1300  
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Options / Modifications
Append appropriate -suffix to model number.

14-3/8"
(365 mm)

Note:  Dimensions subject to change without notice.

Adjustable
8" ± 1/2"

(203mm ± 12 mm )

6-1/2"
(165 mm)
 2-5/8"
(67 mm)

2" (51 mm) diameter

9-1/8"
(232 mm)

1/2" NPT
female

Atmospheric
1/2" NPT
vacuum breaker

Service stops
3/4" Male hose

 connection

2-1/8" (54 mm)

Wall mounted 8" center 
adjustable between 
7-1/2" and 8-1/2"

2-1/4" (57 mm)
 diameter

Finished wall

Dimensions  Symmetrix Service Sink Faucet, S-2490

Specification Submittal
Service Sink Faucet  S-2490
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