Residential Submittal Sheet
1050 Series
Return Air Grille

Model:
] Description:

1050
Return Air Grille 1/2” Spacing
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Standard Features:

Louvers run parallel to the 1st dimension specified

1/2" spacing dual angular louvers

Stamped from cold roll steel

Install with louvers in up or down position for best duct concealment

Countersunk mounting holes for flush appearance with color matching Phillips posi-
drive screws

Rust resistant pre-coat with durable powder finish
Soft White
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Options:

[J Aluminum construction (A-1050)
[J Heavy Duty construction (1075)
O T-20 Tamper Proof Screws
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Finishes:
Standard Colors Designer Colors Plated Metal
j [] Soft White ] Aimond [ Antique Brass
i 1 U] Driftwood Tan [ Black Velvet [ Black Nickel
s ] Bronze O] oil Rub Bronze
[ camaro Silver [ Pewter
[ cCoffee Tan [ Polished Brass
[J Navajo White [ polished Chrome
[ vanilla [ satin Nickel
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Additional Information:

Project / Location:

Submittal Notes

Engineer:

Architect:

Contractor:

Last Revised: 12/4/2017




	Aluminum construction A1050: Off
	Heavy Duty construction 1075: Off
	T20 Tamper Proof Screws: Off
	Soft White: Off
	Driftwood Tan: Off
	Almond: Off
	Black Velvet: Off
	Bronze: Off
	Camaro Silver: Off
	Coffee Tan: Off
	Navajo White: Off
	Vanilla: Off
	Antique Brass: Off
	Black Nickel: Off
	Oil Rub Bronze: Off
	Pewter: Off
	Polished Brass: Off
	Polished Chrome: Off
	Satin Nickel: Off
	Project  Location: 
	Engineer: 
	Architect: 
	Contractor: 
	Submittal Notes: 


