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Use where pipe terminates above the roof line. When terminating 
larger than 12” vent diameter use a Termination Cone.

SIZE ORDER # STOCK # A B C

3” W2-RC3 810003673 3 1/2” 6 4/5” 1”

4” W2-RC4 810003695 4 1/2” 8 9/10” 1”

5” W2-RC5 810003716 5 4/5” 11 3/10” 1”

6” W2-RC6 810003736 6 4/5” 13 1/2” 1”

7" W2-RC7 810003757 7 4/5” 15 4/5” 1”

8” W2-RC8 810003777 8 4/5” 18” 1”

9” W2-RC9 810003800 10” 20 3/10” 1”

10” W2-RC10 810012601 5” 16 4” 5 3/8”

12” W2-RC12 810009880 6” 20” 5 11/16”

14” W2-RC14 810009881 7” 23 2” 6”

16” W2-RC16 810009882 8” 26 4” 6 1/3”

Termination Cone
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Use for vertical termination. Creates static back pressure to 
adjust harmonics. Venturi efect increases velocity of lue 
gases. Reduced opening provides for a smaller cross section to 
deter rain from entering the system. Available in custom size 

combinations.

SIZE ORDER # STOCK # A B C

8” x 6” W2-CN0806 810003778 8” 6” 6 3/8”

14” x 12” W2-CN1412 810003870 14” 12” 6 3/8”

Stepped Increaser
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Use to increase vent diameter when space constraints are an 
issue. Available in custom size combinations. 

*Available in 316L Stainless Steel*

SIZE ORDER # STOCK # A B

4” x 5” W2-45I 810003696 4" 5”

8” x 9” W2-89I 810003779 8” 9”

*Available in 316L Stainless Steel. Add a "B" to the end of the ORDER # (EX: FSVL603B)*
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