
visit us at: www.toro.com/diy 13

VALVES

1" IN-LINE JAR-TOP VALVE WITH FLOW CONTROL
Features
• Popular threaded bonnet “jar-top” system for fast and   

easy servicing
• Flow control allows for precise adjustment after installation
• Manual internal /external bleed
• Full stainless steel metering system
• Rugged, double-beaded Santoprene® diaphragm provides  

leak-proof seal
• Encapsulated solenoid
• Available in 1" female-thread, slip, or 1" male NPT x barb connections

1" IN-LINE JAR-TOP VALVE
Features
• Popular threaded bonnet “jar-top” system for fast and   

easy servicing
• Manual internal /external bleed
• Full stainless steel metering system
• Rugged, double-beaded Santoprene® diaphragm provides  

leak-proof seal
• Encapsulated solenoid
• Available in 1" female-thread

3/4" AND 1" ANTI-SIPHON JAR-TOP VALVES 
WITH FLOW CONTROL
Features
• Popular threaded bonnet “jar-top” system for fast and   

easy servicing
• Flow control allows for precise adjustment after installation
• Manual internal/external bleed
• Full stainless steel metering system
• Rugged, double-beaded Santoprene® diaphragm provides  

leak-proof seal
• Encapsulated solenoid
• Combination jar-top valve and atmospheric backflow preventer
• Available in 3/4" or 1" female-threaded connection

1" In-Line Jar-Top 
Valve (Threaded)
53708

1" In-Line   
Jar-Top Valve  
with Flow Control  
(Male NPT x Barb)
53799

Model No. Description
Master Pack

Quantity
UPC No.

0-21038-
Master Pack Dimensions 
(Height x Width x Depth)

Master Pack
Weight

53707 1" In-Line Jar-Top Valve w/Flow Control (Slip)   5 53707-8 6.3 x 4.3 x 16.1 5.7 lb

53708 1" In-Line Jar-Top Valve (Threaded)                  5 53708-5 6.3 x 4.3 x 16.1 5.7 lb

53709 1" In-Line Jar-Top Valve w/Flow Control (Threaded)     5 53709-2 6.3 x 4.3 x 16.1 5.7 lb

53799 1" In-Line Jar-Top  Valve w/Flow Control (Male NPT x Barb)     5 53799-3 7.3 x 7.5 x 17.6 6.6 lb

53763 ¾" Anti-Siphon Jar-Top Valve w/Flow Control (Threaded) 5 53763-4 7.3 x 7.5 x 17.6 6.6 lb

53764 1" Anti-Siphon Jar-Top Valve w/Flow Control (Threaded) 5 53764-1 7.3 x 7.5 x 17.6 7.9 lb

1" In-Line Jar-Top 
Valve with Flow  
Control (Threaded)
53709

1" In-Line Jar-Top  
Valve with Flow  
Control (Slip)
53707

Anti-Siphon Jar-Top  
Valve with Flow  
Control (Threaded)
53763
53764
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VALVES

1" PRESSURE VACUUM BREAKER (PVB)
Features
• Built-in unions
• Easy to winterize – twist-off cap
• Reliable design
• 1" female NPT inlet and outlet

DRAIN VALVE
Features
• Drains water from pipes to 

prevent freezing
• Automatically opens when 

water is turned off, closes 
when water is turned on

3/4" IN-LINE VALVE
Features
• Operates at 0.5 GPM — ideal for drip irrigation
• Manual bleed screw to manually activate at valve box
• Stainless-steel diaphragm spring — valve closes reliably
• 18" lead wires — easy access installation
• ¾" male NPT inlet and outlet

Drain Valve
53740

3/4" In-Line Valve
53380

1" Pressure 
Vacuum Breaker
53300

Model No. Description
Master Pack

Quantity
UPC No.

0-21038-
Master Pack Dimensions 
(Height x Width x Depth)

Master Pack
Weight

53380 3/4" In-Line Valve (Male Thread) 10 53380-3 4.1 x 9.1 x 11.1 5.2 lb

53300 1" Pressure Vacuum Breaker (PVB) 1 53300-1 5.1 x 8.3 x 8.1 2.0 lb

53740 Drain Valve 100 53740-5 8.7 x 6.6 x 11.1 2.0 lb
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Drain Valve
53740

VALVE ACCESSORIES

VALVE REPLACEMENT PARTS

Automatic Valve 
Solenoid
53803

Jar-Top Valve 
Diaphragm
53804

Toro Valve Model

Toro Replacement Parts 53707 53708 53709 53763 53764 53799

  Solenoid 53803 • • • • • •
  Diaphragm 53804 • • • • • •

Model No. Description
Master Pack

Quantity
UPC No.

0-21038-
Master Pack Dimensions 
(Height x Width x Depth)

Master Pack
Weight

53803 Automatic Valve Solenoid 5 53803-7 6.0 x 2.8 x 8.6 1.4 lb

53804 Toro Jar-Top Valve Diaphragm 5 53804-4 8.4 x 5.9 x 10.6 1.0 lb


