
CATEGORY 12

T-Cone Combination Cleanout Test Plugs
• Economical, rust-proof and reusable
• Positive sealing

• Tests up to 50 feet of head pressure

Product Code # Product Description Model Number UPC Barcode Cubic ft./Case Units/Case Lbs/Case

86375 Tests 1 ½" Sch. 40 DWV S 152 012181-863756 0.018 50 3

86385 Tests 2" Sch. 40 DWV & Type “M” Copper Tube S 202 012181-863855 0.268 50 6

86520 Flush Mount Recessed Plug; Tests 2" Sch. 40 DWV CS 202 012181-865200 0.268 50 6

86390 Tests 3" Sch. 40 & Copper DWV; 2" Cast Iron Hub S 302 012181-863909 0.603 10 26

86526 Flush Mount Recessed Plug; Tests 3" Sch. 40 &  
Copper DWV, Type “M” Copper

CS 302 012181-865262 0.603 50 12

86455 Tests 3" Sch. 40 Socket S 300 012181-864556 0.603 50 19

86395 Tests 4" Type “M” Copper Tube, Cast Iron Closet 
Bend (SW), VCP Barrel

S 401 012181-863954 0.993 50 25

86400 Tests 4" Sch. 40 & Copper DWV, PVC S&D, Cast Iron 
& VCP Barrel; 3" Cast Iron Hub

S 402 012181-864005 0.993 10 42

86535 Flush Mount Recessed Plug; Tests 4" Sch. 40 &  
Copper DWV, PVC S&D, Cast Iron Barrel

CO 402 012181-865354 0.993 50 22

86420 Tests 6" Copper DWV, PVC PSM (SDR 35),  
PVC DR-14, CI & VCP Barrel

S601 012181-864203 1.805 36 35

86425 Tests 6" Sch. 40 DWV, PVC DR-18, Cast Iron Barrel (EH) S602 012181-864258 1.805 36 37

86435 Tests 8" Sch. 40 DWV, PVC PSM (SDR 35),  
PVC DR-18, VCP Barrel

S802 012181-864357 2.048 20 43

T-Cone Flush Mount Cleanouts with Cover Plate
• Easy-to-install and remove
• Fits DWV pipe
• Positive sealing

• For flush or below ground applications
• Cover plate protects and identifies sewer cleanout

Product Code # Product Description Model Number UPC Barcode Cubic ft./Case Units/Case Lbs/Case

86315 3" Cleanout Plug with Cover Plate & Screw CO 302C 012181-863152 0.603 50 13

86320 4" Cleanout Plug with Cover Plate & Screw CO 402C 012181-863206 0.993 50 24

T-Cone Cleanout Repair Plugs
• Easy and economical repairs to damaged/corroded,  

metal or plastic
• Cleanout threads – no need to replace fitting
• Epoxy sealant included for airtight and watertight repairs

Product Code # Product Description Model Number UPC Barcode Cubic ft./Case Units/Case Lbs/Case

86335 Fits 1 ½" Female Cleanout Adapter EB 152E 012181-863350 0.183 50 0.4

86340 Fits 2" Female Cleanout Adapter EB 220E 012181-863404 0.268 50 8

86345 Fits 3" Female Cleanout Adapter EB 320E 012181-863459 0.603 50 15

86350 Fits 3 ½" Female Cleanout Adapter EB 350E 012181-863503 0.993 50 20

86355 Fits 4" Female Cleanout Adapter EB 420E 012181-863558 1.113 50 28

2-Way Wrench For T-Cone Cleanout Test and Repair Plugs
• For tightening 1" through 6" combination cleanout test plugs 

and cleanout repair plugs with raised head
• For t-cone cleanout test and repair plugs 
• Also fits 3" through 4" recessed drive plugs

Product Code # Product Description Model Number UPC Barcode Cubic ft./Case Units/Case Lbs/Case

86545 T-Cone 2-Way Wrench SM 106 012181-865453 0.010 1 1
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