
REDUCER BUSHING – LEAD FREE 
Spigot x Socket

PIPE 
O.D. 

L
N 

Spears® Part 
Number

KBI® Part 
Number Size L N Pipe O.D. Approx. Wt. (Lbs.)

4137-101 CB-21-S 3/4x1/2 27/32 1/8 7/8 .02

4137-130 CB-31-S 1x1/2 1-1/8 5/8 1-1/8 .05

4137-131 CB-32-S 1x3/4 1-1/16 7/16 1-1/8 .02

4137-166 CB-41-S 1-1/4x1/2 1-13/32 7/8 1-3/8 .06

4137-167 CB-42-S 1-1/4x3/4 1-3/8 21/32 1-3/8 .06

4137-168 CB-43-S 1-1/4x1 1-5/16 3/8 1-3/8 .04

4137-209 CB-51-S 1-1/2x1/2 1-21/32 1-1/8 1-5/8 .10

4137-210 CB-52-S 1-1/2x3/4 1-5/8 29/32 1-5/8 .10

4137-211 CB-53-S 1-1/2x1 1-19/32 21/32 1-5/8 .09

4137-212 CB-54-S 1-1/2x1-1/4 1-19/32 7/16 1-5/8 .06

4137-247 CB-61-S 2x1/2 2 1-15/32 2-1/8 .20

4137-248 CB-62-S 2x3/4 2 1-9/32 2-1/8 .21

4137-249 CB-63-S 2x1 2 1-3/32 2-1/8 .21

4137-250 CB-64-S 2x1-1/4 1-31/32 7/8 2-1/8 .21

4137-251 CB-65-S 2x1-1/2 2-1/32 23/32 2-1/8 .19

MALE ADAPTER – LEAD FREE 
Mipt x Spigot                                                                                                                                     For Cold Water Service Only

Part Number Size L N Pipe O.D. Approx. Wt. (Lbs.)
4161-005 1/2 1-5/16 3/16 5/8 .02

PIPE 
O.D. 

N 
L 

Copper Tube Size (CTS) Technical Information 

CTS Product Dimensions

Page                                 Suitable for Oil-Free air handling to 25 psi, not for distribution of compressed air or gas Spears® Manufacturing Company
Due to Material Cost Variations, Prices Subject to Change. Check On-line Catalog @ www.spearsmfg.com


